Centurion
Breathalysers

Quantum & Zero Tolerance

Yourresultis
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Remember the general lmitfor driving in Australia is 0.0

Alcohol Not Detected

|deal Site Entry Systems
with Optional Camera

Ensure the safety and compliance of your workforce with
the compact and robust Centurion Range.

Designed for high-volume environments, with the ability
to process up to 360 employees per hour.

Instrument Features & Comparison

COMPARISON Quantum Zero Tolerance
High Volume Testing Users Industry with BrAC Industry with
requirements zero tolerance

Designed for rapid, high-throughput environments,
supporting both mouthpiece (Quantum) and passive (Zero /c‘usﬁ;lf‘":" Standards AS35471:2019 AS3547:1997
0 ertifie
Tolerance) testing.
Made in Australia to J J

. 1S0:9001 Standards
24/7 Workplace Protection

) . Premium Grade Platinum,
Operating 24/7 in temperatures from -10°C to +55°C, electrochemical fuel cell v v
processing up to 360 workers per hour, with instant response
on zero BrAC results. Module Exchange Calibration s/ s/
Minimal Downtime Calibration Period 12 months 6 months
On-site calibration wth module exchange program, Printing options v v
maximising availability and reducing disruption.
Results download s/ s/

Advanced Connectivity

. . X Compatible with AlcoCONNECT v v
Configurable from standalone units to fully integrated Data Management

systems. Enables gate control, alerts, data capture, and live

reporting to management systems. Tes.t Type—Act-we Mode U SiEm X
(using mouthpiece)

Easy toUse Passive Test N/A s/
Simple, intuitive operation with fast testing workflows to
support efficient and reliable screening. Test Type BrAC Passive
Power Source 240V power supply 240V power supply
% l C l i z e r Data log capacity 10,000+ tests 10,000+ tests
: Analysis Time for Zero Result 1 second 1 second
g g Analysis Time for 0.050 Result 5 seconds 5 seconds
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Centurion

Breathalysers

Quantum & Zero Tolerance

Quick Start - Quantum (Mouthpiece)

* Ensure no eating, drinking or smoking for 15 minutes

e Insert straw into sample port o 9
plep Calibration, Warranty & Support
e Wait for the instrument to indicate readiness

* Provide a long, continuous breath into the mouthpiece Backed by a two-year warranty and
dedicated customer support, Centurion
requires calibration through our Module
Exchange Program.

e View the result on screen

Quick Start Zero Tolerance (Passive)

* Ensure no eating, drinking or smoking for 15 minutes

BOOK
CALIBRATION
ONLINE

e Stand ~50mm from sample port

¢«  Wait for the instrument to indicate readiness

+ Blow steadily toward the port

e« View the result on screen

Module Exchange

Maintain continuous testing with our module exchange calibration program. Order a replacement module online and
easily swap onsite, eliminating the need to return your instrument and reducing downtime.

Sample
Module
-
Bolt and :
bolt pin

g
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